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w o o d  fo r  l i v i n g

1	 Unique	identification	code	of	the	product	type:
Engineered	flooring	boards 12-20mm thickness according	to	EN14342:2013	(Wood	flooring). Density 650-750kg/m3

2	 Type,	batch	or	serial	number	or	any	other	element	allowing	identification	of	the	construction	product:
Engineered	flooring	produced	for	indoor	use

3	 Intented	use(s)	of	the	construction	product,	in	accordance	with	the	applicable	harmonized	technical
specification,	as	forseen	by	the	manufacturer:
For	use	as	floor	covering	in	buildings	(see	EN14342	according	to	the	manufacturer’s	specification)

4	 Name,	registered	trade	name	or	registered	trade	mark	and	contact	address	of	the	manufacturer	in	
accordance	with	article	11,	paragraph	5:
Whiteriver	(WRG)	limited
Cluide,
Dunleer
Co.	Louth
Ireland

5	 Name	and	contact	address	of	the	authorized	representative:
Not	applicable	

6	 Systems	of	assessment	and	verification	of	constancy	of	performance:	
Notified Body: 0766. Certificate Number: BOD-18-11-07-01
Test Number: 2708003/123F, 2708003/123F-1-L1

7	 In	case	of	a	declaration	of	performace	concerning	a	construction	product	covered	by	a	harmonized	
standard:

8	 Declaration	of	performance	concerning	a	construction	product	for	which	a	european	technical
assessment	has	been	issued:
Not	applicable

9	 Declared	performance:

Essential	characteristics Performance Harmonized	technical	
Specification

EN 14342:2013
Emission	of	formaldehyde Class	E1
Content	of	pentachlorophenol PCP ≤ 5X10-6n

----------------------------------------------
(name	and	function)

----------------------------------------------

DOP: WD_LF:001 
EN 14041: 2004/AC: 2006 • 2013

www.wrg.ie
Cfl-s1, E1, DS

10		 The	performance	of	the	product	identified	in	points	1	and	7	is	in	conformity	with	the	declared	performance	in	
point	9.	This	declaration	of	performance	is	issued	under	the	sole	responsibility	of	the	importer	identified	in	point	
4	Signed	for	and	on	behalf	of	the	importer	by:

DOP BOD-18-11-07-01

Declaration of Performance
In accordance with the construction products regulation (EU) 305-2011/574-2014

Signed: 07.11.2018. Valid until 2023

Reaction	to	fire	(<18mm	in	thickness,	3	or	4mm	top	layer) Dfl-S1
Reaction	to	fire	(20/21mm	in	thickness,	6mm	top	layer) Cfl-S1




